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Product Data Sheet

GC-100 Network Adapter

Global Caché’s GC-100 family of Network Adapters connects almost 
any piece of electronic equipment to a network so that it can be 
accessed, controlled, and maintained from anywhere over a network or 
the Internet. Our Network Adapters employ a unique and transparent 
architecture that is engineered to seamlessly integrate with all types 
of control, automation, and monitoring environments. Compact and 
economical, they provide a quick, simple and cost-effective way to 
bring the advantages of device networking to homes, educational 
institutions, businesses, and houses of worship.

Key Features

• Network virtually any device in minutes

• Connects infrared (IR) devices to a 

TCP/IP network

• Connects RS232, Sony Control-S devices, 

and sensors to a TCP/IP network

• Connects contact closure (relay) devices 

to a TCP/IP network

• Works well with wireless

• Low proþle, stylish enclosure

• Peripheral equipment includes IR 

learning and IR input over a TCP/IP network

• Available in 3 sizes with a 19” rack 

mount version

• Silent, fan-free, environmentally friendly 

RoHS compliant
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GC-100 Models

GC-100-06 
 • Power input 
 • Network connection 
 • Serial port 
 • Three independent IR outputs or sensor inputs 
 • Dimensions: 6.0” L x 3.0” D x 1.3” H

GC-100-12 
 • Power input 
 • Network connection 
 • Two serial ports 
 • Three relay connections 
 • Six independent IR outputs or sensor inputs 
 • Dimensions: 12.0” L x 3.0” D x 1.3” H

GC-100-18 
 • Same configuration as GC-100-12 
 • Dimensions: 17.5.0” L x 3.0” D x 1.3” H

GC-100-18R

 • Same configuration as GC-100-18 with rack mount kit installed 
 • 1U rack height

Add  Any  Device  to a 
Network in Minutes




